Accessories - PA | PAC | PAD

INLET FITTINGS FOR PA | PAC | PAD PUMPS

.{ﬁ See recommendations of the hosing dimensions on page 42.
For high speeds, please consult.

90° elbow fittings, swivel

e ] =
240131 G11/2" 40 60 17 61 77 Al s
E
240133 G11/2" 50 60 17 65 82
D oC
240135 G2 50 70 17 65 82
QA
Dimensions in mm.
Straight fittings
@B
240182 G112 40 56 14 54
C
240067 G2z 50 52 14 66 E
240066 G112 60 64 14 69 o5 e
240186 G11/2" 635 64 14 69 oA
240183 Gl 50 66 14 54
240170 Gl2s 60 66 14 72
240201 Gii1pe 762 80 14 89

Dimensions in mm.

DEFLECTOR TO PROTECT SHAFT SEALS

This deflector ensures the protection of the pump shaft seals.
In particular, it protects the pump from projections of dirt from the road in cardan drive installations.

Reference: DEF 054111

Deflector Splines 8-32-36
H NF E 22-131

CARDAN PLATE- DIN 90 and DIN 100 ‘ '%
The cardan plate enables the pump shaft to be connected to a cardan shaft == -
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DIN 90 056315 9 47 43 2 10 6 5 15

with interface as on drawing on the right.
DIN 100 0519040 100 57 43 2 10 64 55 15 Dimensions in mm.

Note: the maximum admissible torque is limited by the drive shaft.
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DIN 90 (4 holes @8.5 on @74.5

DIN 100|4 holes @10.5 on @84




